Texas Department of Housing and C ommunity Affairs
Manufactured Housing Division

RECORD DETAIL

Far general infarmation, this is nat a Statement of Cwnership (50)
STATEMEMNT OF OWNERSHIF INFORMATIOMN
Cettificate #  MHOD213801 lssue Date: 032952007 Election. PERSOMAL PROFPERTY

HOME INFORMATION

M anufacturer: HBOS M ANUF ACTURING LP [PLAMT #1] Model  QAKMWOOD
1020 [NDUSTRIAL LOOP Date Mant: 1141301995
HILLEBOR O, T 7EE45 Suare Fig 1116

Windzone: 1
License # MHDMAMNOOOODO307
LahellSeal# Serial # Weight Size
Section 1: MTADE23683 HOTHOE805176 19,000 16= 72
Section 2:
Section 3:
Section 4.
PHYSICAL LOCATION INFORMATION
FPhysical Location: 5464 COLNTY ROAD 103 DF QA T TE943 CROCKETT
CWYWNERSHIP INFORMATIC
SellerTransferor,  DBA HOME OUTLET BuyernTransferee: TEXAS AGRICULTRIUAL EXPERIENCE
STATICH
Mailing Address. 3883 N BRYANT Mailing Address: 78T W.S. HWY 87 NORTH 76301
SAMNAMGELD, TH 76901 SAMAMTOMNID, TH 76901
Right of Survivorship; Mo Transfen'Sale Date: 1201272006
Beneficiary List: a
LIEM INFORMATIOMN
First Lien:  mis Second Lien: RA

ACTIVE TAX LIEN INFORMATICN
|ATTACHED ACTIVE TAM LIEME) |
Year Recorded Tax Unt# Tax Unit Mame Tax Roll Account# Amount

Mo Active Tax Liens

| LINMATTACHED ACTIVE TARK LUEMS) |

Unattached tax lens are lens fied with the cepaftment which contain possible  diactepancies Jh the home Joentification  nambers
feferenced Becalse the lien may aopds to this home Bt s feing lsted so § can be conasdered. IF the Jdien Js from the same coundy
where the home is andfor was instalied it may aooly to this home.

Year Recorded Tax Unit # Tax Unit Mame Tax Roll Account # Amaunt
Mo Unattached Active Tax Liens

CWHNERSHIP HISTORY

Cettificate lzsle Date  SellenTrangferar CwherTransferee County Purchage Date Election
n0917304 O7Fr24M1887  OAKMWOOD MOBILE HOMEE REYMALDO REYES BELL 6517 997 FERSOMAL




Manufacturer Address

FLEETWOOD HOMES of TEXA
P. O. Box 370 S

2801 Gholson Road
Waco, Texas 76703

Plant Number 12

Date of Manufacture| HUD No.

/)~ 7- < [|TEX449386

Manufacturer's Serial Number and Model Unit Designation

TXFLL12A13834FE Festival 6763B

Design Approval by (D.A.P.lLA.)
RADCO

This manufactured home is designed to comply with the federal manufactured home
construction and safety standards in force at time of manufacture.
(For additional information, consult owner’s manual.)

COMPLIANCE CERTIFICATE

STRUCTURAL DESIGN BASIS CERTIFICATE

The factory installed equipment includes:

Equipment Manufacturer Model Designation
For heating Coleman 3500A816
For air cooling ~N/A

For cooking Magic Chef 35FN=7
Refrigerator Magic Chef RBIS5KN=0A
Water heater Rheem 71-308
Washer N/A

Clothes Dryer N /A

Dishwasher N/A

Garbage Disposal N /A

Fireplace N/A

HEATING AND COOLING DESIGN BASIS CERTIFICATE

DESIGN WIND Zone |

Standard Wind
15 PSF Horizontal
9 PSF Uplift

Zone |l

Hurricane Resistive
25 PSF Horizontal
15 PSF Uplift

ZONE MAP

ya
_\L South 20 PSF

— Other PSF

DESIGN ROOF LOAD
ZONE MAP

North 40 PSF
——— Middle 30 PSF

COMFORT HEATING
This manufactured home has been thermally insulated to conform with the requirements
of the federal manufactured home construction and safety standards for all locations

within climatic zone _.....l—

Heating equipment manufacturer and model (see list at left).

The above heating equipment has the capaclf to maintain an average 70° F temperature in
this home at outdoor temperatures of F.

To maximize furnace operating economy, and to conserve energy, it is recommended that
this home be installed where the outdoor winter design temperature (97'2%) is not higher than
—+ 3 0 degrees Fahrenheit.

The above information has been calculated assuming a maximum wind velocity of 15 mph at
standard atmospheric pressure.

COMFORT COOLING
[ air conditioner provided at factory (Alternate I)

Air conditioner manufacturer and model (see list at left).

Certified capacity — —___________ B.T.U./hour in accordance with the appropriate
air conditioning and refrigeration institute standards.
The central air conditioning system provided in this home has been sized assuring an

orientation of the front (hitch end) of thehomefacing______________ On this basis the
system is designed to maintain an indoor temperature of 75° F when outdoor

F dry bulb and F wet bulb.

The temperature to which this home can be cooled will change depending upon the
amount of exposure of the windows of this home to the sun’s radiant heat. Therefore, the
home's heat gains will vary dependent upon its orientation to the sun and any permanent
shading provided. Information concerning the calculation of cooling loads at various
locations, window exposures and shadings are provided in Chapter 22 of the 1981edition
of the ASHRAE Handbook of Fundamentals.

Information necessary to calculate cooling loads at various locations and orientations is
rovided in the special comfort cooling information provided with this home.
Air conditioner not provided at factory (Alternate II)

The air distribution system of this home is suitable for the installation of central air
conditioning.

temperatures are

The supply air distribution system installed in this home is sized for a manufactured home

central air conditioning system of up to B.T.U./hr. rated capacity which are
certified in accordance with the appropriate air conditioning and refrigeration institute
standards, when the air circulators of such air conditioners are rated at 0.3 inch water
column static pressure or greater for the cooling air delivered to the manufactured home
supply air duct system.

Information necessary to calculate cooling loads at various locations and orientations is
provided in the special comfort cooling information provided with this manufactured home.

O air conditioning not recommended (Alternate IlI)

The air distribution system of this home has not been designed in anticipation of its use
with a central air conditioning system.

INFORMATION PROVIDED BY THE MANUFACTURER
NECESSARY TO CALCULATE SENSIBLE HEAT GAIN

Walls (without windows and doors) .. ............cooieiiiiiiiniiiinnns "W _a..l_o_...
Ceilings and roofs of light color .. .. .. soa-ttaas de fan s nsnsamn s L __g.Q.ﬁ_

Ceilings and roofs of dark color . ...........ccvimnsnnnncanaianinines 2l i _‘_0_6—-—-

Alr dUCs T TIOOK . . 2ol v s es 5 e sl o o S Tt A S Ao & S m o _-.0.9-..-.-

Alr ducts In CellNg Lo i i vt i stadsss Lot oty sm s ma s Hais m nad bd o —_

Air ducts installed outside the home . .. ... ... ...cooiiiiiiiaaiias R e

The following are the duct areas in this home:

AlE dUCLE TRAIGOE . o7« vo's anwn SR o s w8 % S A A, s __M_-_O_ sq. ft.

Alrducts In celling ......viecccaiamnsnacasasssatnssnsesnne

Air ducts outside the home. . ....................c s St s

To determine the required capacity of equipment to cool a home efficiently and economically,
a cooling load (heat gain) calculation is required. The cooling load is dependent on the orien-
tation, location and the structure of the home. Central air conditioners opérate most efficiently
and provide the greatest comfort when their capacity closely approximates the calculated
cooling load. Each home's air conditioner should be sized in accordance with Chapter 22 of
the American Sociely of Heating, Relrigerating and Air Conditioning Engineers (ASHRAE)
Handbook of Fundamentals, once the location and orientation are known.

OUTDOOR WINTER DESIGN TEMP. ZONES




